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TEST DESCRIPTION REGULATION/TEST 
METHOD REQUIREMENTS 

MANDATORY 
Physical Characteristic 

Size of Attachment Means ASTM F1917-12 
Clause 5.1 

Attachment means on bumper guards and headboard bumper 
guards shall not exceed 9.0 inches (230mm) when it is extended to 
maximum under a force of 5 lbf (22 N) 

Size of Decorative 
Components 

ASTM F1917-12 
Clause 5.2 

Decorative Components shall not exceed 7 inches (180mm) when 
it is extended to maximum under a force of 5 lbf (22 N). 
Note: Loops formed by tangling decorative components shall not 
have perimeter exceeding 14 inches (360mm). 

Unsupported Vinyls ASTM F1917-12 
Clause 6.1 

Unsupported vinyls that is accessible to infant, shall be not be less 
than 0.012 inch (0.30mm) nominal thickness, when the product is 
installed in manufacturer’s recommended use position. 

Use of Monofilament Thread ASTM F1917-12 
Clause 5.3 

Monofilament Thread shall not be found / used in construction of 
infant bedding and related accessories. 

Labeling Requirement 

Label Verification 
 

F.P. & L. Act 
(16 CFR 500) 
OR 
NIST Uniform Laws and 
Regulations Handbook 
130 

Manufacturer, packer, or distributor’s name & address (city, state 
& zip) 
Product Identification 
Net quantity of contents shall be expressed in terms of weight or 
mass, measure, numerical count, or combination so as to give 
accurate information to facilitate consumer comparison 
(U.S. and metric units). 

Registered identification No. 
(RN#) or Wool Products 
Labeling Act No. (WPL#) 

ASTM F1917-12 
Clause 8.1 

Verify presence and shall meet the standard requirement, and 
shall comply with the legal requirement. 

Product Warning Labels 
General Requirement 

ASTM F1917-12 
Clause 8.2 

A permanent conspicuous label(s) shall be on each infant bedding 
and related accessory. The label(s) shall be in the ANSI format, 
which would include a delineated signal word panel containing the 
safety alert symbol before the signal word and a contrasting 
background. 
The label(s) shall begin with the word “WARNING,” the letters of 
which shall not be less than 0.2 in. (5 mm) high. The remaining text 
shall be in letters whose upper case shall be not less than 0.1 in. 
(2.5 mm) high. 

Warning Label - Crib 
Headboard / Bumper Set or 
Bumper 

ASTM F1917-12 
Clause 8.2.1 

For all headboard/bumper sets or bumpers sold as multiple panels 
and that can be used separately, all separate panels shall contain 
the warning label in this section. The warning label(s) for a 
headboard / bumper set or bumper shall read as follows: 
 

 WARNING 
To reduce the risk of suffocation, keep top of bumper up and in 
position. DO NOT allow bumper to sag down or in toward the 
sleeping surface. DO NOT use bumper if sagging cannot be 
corrected. 
To prevent entanglement or strangulation, position ties to outside 
of crib and be sure they are secure. 
Remove bumper when child can sit up unaided or can pull to a 
standing position. 



 

Warning Label - Fabric Wall 
Hanging 

ASTM F1917-12 
Clause 8.2.2 

The warning label for a fabric wall hanging shall read as follows: 

 WARNING 
To prevent entanglement or strangulation, do not place within a 

child’s reach 
(including a standing child). 

Not intended as a toy. 

Warning Label -Mattress 
Covers (Flat Covers) 

ASTM F1917-12 
Clause 8.2.3.1 

The warning label for mattress covers shall read as follows: 

 WARNING 
Prevent suffocation or entanglement hazard. This cover shall only 
be used in a crib or sleep environment when properly secured 
underneath a tight fitting sheet that fits securely on mattress and 
wraps around the mattress corners. 

Warning Label - Mattress 
Covers (Fitted Mattress 
Covers) 

ASTM F1917-12 
Clause 8.2.3.2 

The warning label for mattress covers shall read as follows: 

 WARNING 
Possible strangulation or entanglement hazard. Never use crib 
mattress cover unless it fits securely on crib mattress and wraps 
around the mattress corners. 

Warning Label - Pillows ASTM F1917-12 
Clause 8.2.4 

The warning label for a pillow shall read as follows: 

 WARNING 
To prevent suffocation, do not put any pillow in a crib or near an 

area where an infant may sleep. 
Pillows are a decorator item only and are not intended for an 

infant’s use. 

Warning Label - Diaper 
Stacker 

ASTM F1917-12 
Clause 8.2.5 

The warning label for a diaper stacker shall read as follows: 

 WARNING 
Prevent strangulation or entanglement. 

Never place on or attach to a crib. 

Warning Label - Fitted Sheet 
 

ASTM F1917-12 
Clause 8.2.6 

The warning label for a fitted sheet shall read as follows: 

 WARNING 
Prevent possible strangulation or entanglement. 

Never use crib sheet unless it fits securely on crib mattress. 

Package Warning Statement 
for Fitted Sheet 

ASTM F1917-12 
Clause 8.2.6.1 

A warning statement shall be on each fitted sheet retail package. 
The warning statement shall be in the ANSI format as stated in 
clause 8.2, but with the sizes of 3-mm height for “WARNING” and 
2-mm height for the rest of the words in the ANSI format. 
The warning statement for a fitted sheet retail package shall read 
as follows: 

 WARNING 
Prevent possible strangulation or entanglement. 

Never use crib sheet unless it fits securely on crib mattress. 

Tracking Labels 
CPSIA section 103, 
15 U.S.C. §2063(a)(5) 
(CPSA) 

Manufacturer or private labeler name 
• Location (name of the country and city) and date of production 
of the product 
• Detailed information on the manufacturing process, such as a 
batch or run number, or other identifying characteristics 
• Any other information to facilitate ascertaining the specific 
source of the product 

All tracking label information should be visible and legible. 

Location of labelling: 
Permanently affixes to product and its packaging. 

Country of Origin Marking 19 CFR 134.11 Shall indicate country of origin legibly, permanently, and 
incomparable size and close proximity to any mention of country 



 
other than country in which the article was manufactured or 
produced. Must be visible at point of purchase. 

Total Lead Content of Paints  16 CFR 1303 ≤90ppm 
Total Lead Content of 
Accessible Component Part 

CPSIA of 2008 Section 
101 ≤100 ppm  

Phthalates 
CPSIA sect. 108 
Test method: 
CPSC-CH-C1001-09.3 

- DEHP, DBP or BBP (For accessible plasticized material) 
Each ≤ 0.1% (1000 ppm) 
- DIDP, DINP or DNOP (For accessible plasticized material that can 
be placed in a child’s mouth) Each ≤ 0.1% (1000 ppm) 
Starting on 25-Apr-2018: 
8 Phthalates  
DEHP, DBP, BBP, DINP, DIBP, DPENP, DHEXP, DCHP 
Each ≤ 0.1% 
Exempted Plastics: 
- Polypropylene (PP) 
- Polyethylene (PE) 
- Acrylonitrile Butadiene Styrene (ABS) 
- High impact polystyrene (HIPS) 
- Crystal and general-purpose polystyrene  
- Medium-impact polystyrene (MIPS) 
- Super-high-impact polystyrene (SHIPS) 

Small Parts 16 CFR 1501 
Toys intended for children under 36 months (3 years) of age shall 
not include removable, liberated components, or fragments of 
toys before or after use and abuse 

Accessible Sharp Points / 
Sharp Edges 16 CFR 1500.48/49 Shall not contain any hazardous sharp edges before and after use 

and abuse tests, if intended for children under 8 years of age. 

California Prop 65  Warning label or 
applicable testing  

In lieu of warning label, product should meet all applicable Prop 65 
requirements. 

Formaldehyde Emission 
 
(Composite Wood Component 
only) 

Federal Toxic 
Substances Control Act, 
15 U.S.C., Sec. 2697 
(TSCA Title VI). 
and 
California Health & 
Safety Code (title 17, 
sections 93120 – 
93120.12). 

Finished product must be labeled “TSCA Title VI compliant” or 
“TSCA TITLE VI and NAF/ULEF Compliant” with manufacturer’s 
name and date the finished good 
Formaldehyde emission requirements: 
HWPW-VC: ≤0.05 ppm  
HWPW-CC: ≤ 0.05 ppm 
PB: ≤ 0.09 ppm 
MDF: ≤ 0.11 ppm 
Thin-MDF: ≤ 0.13 ppm 

States Regulations   
Total heavy metals in 
packaging 

Toxics in Packaging 
Clearinghouse (TPCH) 

Packaging shall not contain the sum of mercury, cadmium, lead 
and chromium (VI) in concentration above 0.01% by weight. 

Plastic Bag Warnings Various state laws 

Plastic bags with a thickness of less than 1 mil (0.001 inch) having 
an opened end larger than 5 inches in diameter shall contain the 
following warning statement or equivalent: 
WARNING: To avoid danger of suffocation, keep this plastic bag 
away from babies and children. Do not use this bag in cribs, beds, 
carriages or playpens. This bag is not a toy. 

Flame Retardants Various state laws 

Not Detected. 
Polybrominated biphenyls (PBBs),  
Penta-bromodiphenyl ether (pentaBDE) 
Octa-bromodiphenyl ether (octaBDE) 
Tris (2,3-dibromopropyl) phosphate (TRIS) 
Decabromodiphenyl ether (DecaBDE) 
Tris(2-chloroethyl) phosphate (TCEP) 
Tris(1,3-dichloro-2-propyl) phosphate (TDCPP) 

 


